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JUMBO TCS/56
Commercial Tyre Changer

Six-jaw universal chuck with two rotation speeds
Suitable for truck, bus and agricultural wheels
Accommodates wheels from 14”-40”
Bead breaking force of 3.7 tonnes
Operated by wired mobile remote control unit

Part No.: TCS/56
See overleaf for
more information
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JUMBO TCS/56
Commercial Tyre Changer

About the TCS/56

Jumbo TCS/56– trucks plus agricultural and 
off the road tyre changer up to a wheel 
width of 1,190 mm. Fast and easy to use, 
the hydraulic self-centring chuck has 6 jaws 
which allows the clamping of various wheel 
sizes. It has an adjustable hydraulic system 
to carefully handle both light and heavy 
wheels. It has fully automatic operation with 
optional wireless controller. Jumbo TCS/56 
– the perfect match between speed and 
flexibility.

Technical Specifications & Dimensions

Part Nos. & Ordering Information

Commercial Vehicle Tyre Changer...................TCS/56

Issue No.: TCS/56 Sep 2022

Rim size................................................................................................14”-40’’
Min. clamping diameter........................................................115 mm
Max. tyre diameter.................................................................2,280 mm
Max. tyre width.........................................................................1,190 mm
Max. wheel weight....................................................................1,200 kg
Max. bead breaker force..................................................................3.7 t
Hydraulic control unit motor..................................................3-4 Hp
Chuck rotation speed (Double)....................................4.5/9 rpm
Power supply..........................................................3~400 V, 50-60 Hz
Dimensions (WxHxD).........................2,150 x 1,750  x 1,930 mm
Weight...............................................................................................1,020 kg


