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Quadra 4.0t 5.2m
Dual Revenue Lift

Approved for Class 4 & 7 ATL & One Person Test Lanes
Electro-hydraulic operation 
Integral hydraulic wheel play detectors
Flushed fitting radius plates 
Electronic and hydraulic safety systems
Mechanical latching system 
Surface mounted or recessed options
Lowered jacking beam rail for maximum vehicle clearance
Includes rear slip plates

Part No.: SF/9057/4
See overleaf for
more information
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Quadra 4.0t 5.2m
Dual Revenue Lift

About the SF/9057/4
The SF/9057/4 Quadra 4.0t dual revenue lift is a 4-post 
lift developed for use for both wheel alignment and 
MOT testing. This versatile lift meets the dimensional 
requirements and technical specification set out 
by DVSA for Class 4 & 7 testing. It also incorporates 
heavy-duty, ball bearing mounted rear wheel slip 
plates; these enable adjustments to be made to rear 
wheel geometry settings without the need to re-set 
the vehicle between measurements. 
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Play Detector Specifications
Operating pressure.........................................................185 Bar
Drive over capacity....................................................2.6t (axle)
Turning plate movement............................................+/- 150
Lateral plate movement........................................+/- 40mm

Part Nos. & Ordering Information
Quadra 4.0t Dual Revenue Lift 3ph,
surface mounted........................................................................SF/9057
Quadra 4.0t Dual Revenue Lift 1ph, 
surface mounted...................................................................SF/9057/1

*For recessed installation, add /REC to part number

Options & Accessories

Technical Specifications & Dimensions
Minimum height..........................................................................155mm
Raised height .............................................................................1830mm
Motor supply......................................................................................3.0kW
Maximum load...............................................................................4000kg
Lifting time ......................................................................................50 secs
Lowering time................................................................................45 secs
Power supply..........................3ph 400V 50Hz / 1ph 230V 50Hz
Fused isolator rating........................3ph 20 amp / 1ph 30 amp

2.0t Jacking Beam (manual)........................................SS/8829/KIT
2.0t Jacking Beam (pneumatic)....................................SS/8829/P
3.0t Jacking Beam (manual)........................................SS/8839/KIT
3.0t Jacking Beam (pneumatic)....................................SS/8839/P
Air Supply Kit for pneumatic jacking beams........OA/62335
24V LED Lighting Kit.............................................................OA/60342
Drive-through Kit (surface mounted).......................OA/60412
Drive-through Kit (recessed)...........................................OA/60394
Aluminium Platform Cover Set......................................OA/60658
Class 7 Wheel Chocks (pair)...............................................OA/6877
Floor Plate Kit............................................................................OA/60053


