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Quadra 4.0t 4.5m Compact
Class 4 ATL & OPTL Lift

Suitable for Class 4 ATL & One Person Test Lanes
Electro-hydraulic operation
Flush fitting wheel play detectors and radius turning plates 
Electronic and hydraulic safety systems
Mechanical latching system
4.0t lifting capacity
Compact design for installation into pre-existing floor recesses

Part No.: SF/9259
See overleaf for
more information
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Quadra 4.0t 4.5m Compact
Class 4 ATL & OPTL Lift

About the SF/9259
Tecalemit has produced a lift with a 4.0t capacity 
suitable for installation into many existing MOT lift 
excavations. The SF/9259 lift is compact and meets 
the testing requirements for Class 4 ATL & OPTL. 
Its shallower profile and slightly narrower width 
compared to a standard ATL lift makes it suitable 
for installation in many floor recesses designed for 
Tecalemit or other Class 4 MOT lifts.

The lift is manufactured from top grade materials 
to ensure longevity and performance without 
deflection and distortion. The SF/9259 Class 4 ATL & 
OPTL lift conforms to EN 1493 and CE requirements 
for lifting equipment.

Technical Specifications & Dimensions

Issue No.: SF/9259 Aug 2023

Minimum height.........................................................................130mm
Raised height..............................................................................1820mm
Motor supply......................................................................................3.0kW
Maximum load...............................................................................4000kg
Lifting/lowering time...........................................................50/45 secs
Net weight..........................................................................................800kg
Power supply............................3ph 400V 50Hz / 1ph 230V 50Hz
Fused isolator rating............................3ph 20amp / 1ph 30 amp

Part Nos. & Ordering Information
4.0t Compact Class 4 ATL Lift 3ph.....................................SF/9259
4.0t Compact Class 4 ATL Lift 1ph................................SF/9259/1

*For recessed installation, add /REC to part number

Options & AccessoriesWheel Play Detector Specs
Operating pressure.........................................................185 Bar
Drive over capacity....................................................2.6t (Axle)
Turning plate movement...........................+/- 15 degrees
Lateral plate movement........................................+/- 40mm 

2.0t Jacking Beam (manual)................................................SS/8724
2.0t Jacking Beam (pneumatic)....................................SS/8724/P
Air Supply Kit for pneumatic jacking beams........OA/62335
24V LED Lighting Kit.............................................................OA/60342
Drive-through Kit (surface mounted).......................OA/60412
Drive-through Kit (recessed)...........................................OA/60394
Aluminium Platform Cover Set......................................OA/60658
Floor Plate Kit............................................................................OA/60053


